F.AR TOTAL |SHEET
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22 16R WHITESIDE 201 100

TREE REPLACEMENT SCHEDULE RUMBLE RESURFACING ‘s w128 os] 54 P

CONTRACT NO. 64656

TSEE DETAIL A" rSEE DETAIL ”A”
CODE # SCIENTIFIC NAME COMMON NAME SIZE UNIT QUANTITY — —
A2001416 TREE, ACER_SACCHARINUM AUTUMN BLAZE SILVER 2" CALIPER, BALLED & BURLAPPED EACH 8
AUTUMN BLAZE MAPLE 7.6m 1.em_ | b
(259 250 ]
A2006514 TREE, QUERCUS BICOLOR SWAMP WHITE OAK 1%’ CALIPER, BALLED & EACH 8 61m 91m
BURLAPPED (200" (300"
B20027i6 TREE, MALUS ADIRONDACK ADIRONDACK CRABAPPLE 2" CALIPER, TREE FORM, EACH 8
BALLED & BURLAPPED @
B2004114 TREE, MALUS PRAIRIFIRE PRAIRIFIRE CRABAPPLE 194" CALIPER, TREE FORM, EACH 8
BALLED & BURLAPPED

77 EVERGREEN, PICEA ABIES NORWAY SPRUCE 6’ REIGHT, BALLED & BURLAPPED EACH 30

D2001772 RAISED GROOQVED
TOTAL 62 o 1.6m25) 7.6m (259
’. 200 200 0 100
Q (8) oy ¢ — (4
LAYOUT SHALL BE PERFORMED BY THE DISTRICT LANDSCAPE ARCHITECT E‘gm ”H HH HH Ifé’g“T‘H’A‘g‘RLﬁ;f‘Em;jlb‘}; [?l-g!'; H H mggm;?;@ﬂgifg;;l;;
MULCH SHALL BE HARDWOOD CHIPS, S FOOT WIDTH, 4 INCHES 5> Gro0vE
THICK WITH WEED BARRIER NOTE: THE 7.6m(25) RUMBLE AREA HAS 2008) LENGTHS OF o
TREATED SURFACE STRETCHED ACROSS THE WIDTH OF
THE 30 NORWAY SPRUCES ARE TO BE PLANTED AT THE B ot SEPARATED BY. 2068) OF . SR
LYNDON MAINTENANCE YARD LOCATED 1 MILE WEST OF DETALL A"
LYNDON ON IL 78 / MOLINE RD.
90.4 AL DIMENSIONS ARE IN MILLIMETERS (INCHES)
NLESS OTHERWISE NOTE 91.4
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TYPICAL MARKING FOR PAINTED ISLANDS ORAIN FOR AGGREGATE BASE COURSE

NOTE: ALL DIMENSIONS ARE IN MILLIMETERS (INCHES)

UNLESS OTHERWISE NOTED.
=200 (8 WHITE T PAVEMENT
LANE LINE
( WHEN SPECIFIED ) PROPOSED BITUMINOUS SHOULDER
NOTE:
% 45°TO LLOCAL TAN. E ~— PROPOSED AGGREGATE SHOULDER
s
o
—
@7 .
[}
3
600 (24) WHITE STOP BAR ———— @
o SO S R T e A N DO NOT SEED THIS AREA
“““““ FOR WIDTH OF DRAIN
_ -45° ANGLE NOTES: CAB or CALO T TN
\ The rock outlets shallbe constructed
200 (8) WHITE using CA7 and willbe paid for at the
contract unit price per (SQ.YD. for
. SUB-BASE GRANULAR MATERIAL, TYPE A of the ROCK QUTLET AT ALL LOW POINTS TO
2.4m (80" 2.4m (80" 300 (12) WHITE thickness specified which inciudes the BE 900 (36) WIDE AND EXTEND TO FORESLOPE
TYPICAL TYPICAL filter fabric. The Rock outiets will
be meosured in m2 (SQ. YD.), the width 300
being 900 (36) by the length shown above, i
The cost of the CA6 or CAl0 under f ‘%\ FILTER FABRIC
THROUGH TRAFFIC the shoulder shallbe included in the 300(12) & VAR. B2 1 (on allsides except the foreslope)
contract unit price per (SQ. YD.) e
for SUB-BASE GRANULAR MATERIAL, TYPE A NOTE: Slope same as shoulder
ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) of the thickness specified. The 'Filjrer fabric SECTION A-A with 2% min.,
to be used shallconform to the Tfilter
UNLESS OTHERWISE NOTED. fabri 4 for Ri 96.4
TYPICAL MARKING FOR PAINTED ISLANDS 93.4 abric used Tor Kiprap.

DISTRICT 2 STANDARDS




